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1 
A

nw
endungsbereich 

1.1 
V

erriegelungseinrichtung m
it H

akenriegel für w
aagerecht bew

egte, einseitig öffnende zw
eiblättrige 

S
chacht-Teleskop-S

chiebetüren m
it Kraftbetätigung. 

S
erie 3201-H

Y
D

R
A

, Typ 11/_ 
S

erie 3201-H
Y

D
R

A E
VO

, Typ 11/_ 
S

erie 3201-S
C

O
R

P
IO

N
, Typ 11/_ 

1.2 
Zulässige Türabm

essungen 

D
ie lichten Türabm

essungen (Türbreite, Türhöhe) dürfen nur im
 zulässigen B

ereich gem
äß den 

A
ngaben und der Tabelle in der jew

eiligen Zulassungszeichnung: 

–
S

erie 3201-H
Y

D
R

A / 3201-SC
O

R
P

IO
N

:

N
r. 3201.00.0111V

02
vom

 17.02.2015 

–
S

erie 3201-H
Y

D
R

A E
VO

:

N
r. 1007609 (2 B

lätter) 
vom

 21.03.2014 m
it letzter Ä

nderung „A
“ vom

 26.02.2015

gew
ählt w

erden. 

1.3 
N

ennw
erte der elektrischen Sicherheitseinrichtungen (Sperrm

ittelschalter): 

W
echselstrom

: 
230 V

 / 2 A
 

G
leichstrom

: 
200 V

 / 2 A
 

1.4 
D

ie V
erriegelung darf alternativ m

it folgenden V
arianten der G

rundausführung (einzeln oder kom
-

biniert) verw
endet w

erden 
–

A
usführung m

it Tropfw
asserschutz der elektrischen Sicherheitseinrichtung der V

erriegelung
� 

A
nordnung der N

otentriegelung benachbart zum
 S

palt zw
ischen dem

 m
ittelbar gesperrten

Türblatt und dem
 K

äm
pfer

� 
A

usführung m
it schräg gestellten S

eilrollen der Teleskop-S
eiltriebe

� 
A

usführung der R
iegelbetätigung m

it starrer, u-förm
iger K

opplungskurve, vorzugsw
eise bei

S
chachttüren in S

chrägaufzügen m
it einer Fahrbahnneigung von 45° gegen die S

enkrechte.
� 

A
usführung der R

iegelbetätigung m
it starrer, linearförm

iger K
opplungskurve

� 
D

oppelanordnung der S
chließfeder

� 
S

chließeinrichtung m
it G

ew
icht anstelle einer Zugfeder

� 
S

chw
ellenführung in verstärkter A

usführung (Schw
ellenprofil und Führungsschuhe)

2 
B

edingungen 

2.1
D

ie Zulassungszeichnungen: 

S
erie 3201-H

Y
D

R
A / 3201-SC

O
R

P
IO

N
, Typ 11/_: 

� 
N

r. 3201.00.0111V
01 

vom
 17.02.2015 

� 
N

r. 3201.00.0111V
02 

vom
 17.02.2015 

� 
N

r. 3201.10.0020V
01 

vom
 17.02.2015 

� 
N

r. 3201.10.0020V
02 

vom
 17.02.2015 

S
erie 3201-H

Y
D

R
A E

VO
, Typ 11/_: 

� 
N

r. 1007609 (2 B
lätter) 

vom
 21.03.2014 m

. l. Ä. vom
 26.02.2015

bzw
. die darin enthaltenen Texthinw

eise und M
aßangaben sind zu beachten. 



A
nhang zur EG

-B
aum

usterprüfbescheinigung 
N

r. A
TV 285/10 vom

 31.03.2015 

Seite 2 von 2

Insbesondere m
üssen folgende B

edingungen beachtet w
erden: 

� 
E

ingriffstiefe des R
iegelhakens im

 B
etriebszustand ≥ 11 m

m
 

� 
E

ingriffstiefe des R
iegelhakens bei U

nterbrechen des S
perrm

ittelschalters ≥ 7 m
m

 

2.2
Für die V

erriegelungseinrichtung dürfen andere als in den Zulassungszeichnungen aufgeführte 

� 
A

usführungsarten, 

� 
Einbaulagen, 

� 
B

etätigungseinrichtungen oder 

� 
zusätzliche Steuerungsschalter 

nicht verw
endet w

erden.

2.3
Zur Identifizierung und Inform

ation über die prinzipielle B
au- und W

irkungsw
eise und A

bgrenzung 
des geprüften und zugelassenen B

aum
usters sind der E

G
-B

aum
usterprüfbescheinigung und deren 

A
nhang, die Zulassungszeichnungen/S

tücklisten 

� 
N

r. 3201.00.0111V
01 

vom
 17.02.2015 

� 
N

r. 3201.00.0111V
02 

vom
 17.02.2015 

� 
N

r. 3201.00.0111V
03 

vom
 17.02.2015 

� 
N

r. 3201.10.0020V
01 

vom
 17.02.2015 

� 
N

r. 3201.10.0020V
02 

vom
 17.02.2015 

� 
N

r. 1007609 (2 B
lätter) 

vom
 21.03.2014 m

. l. Ä. vom
 26.02.2015

m
it P

rüfverm
erk vom

 31.03.2015 beizufügen.

2.4
D

ie E
G

-B
aum

usterprüfbescheinigung darf nur zusam
m

en m
it dem

 dazugehörigen A
nhang und der 

A
nlage (Liste der H

ersteller S
erienfertigung) verw

endet w
erden. D

iese A
nlage w

ird nach den A
n-

gaben des H
erstellers / B

evollm
ächtigten aktualisiert und m

it neuem
 Stand herausgegeben. 

3 
H

inw
eise 

3.1
D

iese E
G

-B
aum

usterprüfbescheinigung w
urde auf Basis folgender harm

onisierten N
orm

en erstellt: 
� 

E
N

 81-1:1998 + A
3:2009 (D

), A
bschnitt 7.7.3.1 und A

nhang F.1
� 

E
N

 81-2:1998 + A
3:2009 (D

),A
bschnitt 7.7.3.1 und A

nhang F.1
� 

E
N

 81-20:2014 (D
), A

bschnitt 5.3.9.1 
� 

E
N

 81-50:2014 (D
), A

bschnitt 5.2

B
ei Ä

nderungen bzw
. E

rgänzungen der oben genannten N
orm

en bzw
. bei W

eiterentw
icklung des 

S
tandes der Technik w

ird eine Ü
berarbeitung der E

G
-B

aum
usterprüfbescheinigung notw

endig. 

3.2
A

n der V
erriegelungseinrichtung m

uss zusätzlich zum
 K

ennzeichen der G
esam

tverriegelungs-
einrichtung ein S

child m
it den A

ngaben zur Identifikation des B
auteiles m

it N
am

e des H
erstellers, 

E
G

-B
aum

usterprüfkennzeichen und Typbezeichnung vorhanden sein. 



A
nlage zur EG

-B
aum

usterprüfbescheinigung 
N

r. A
TV 285/10 vom

 31.03.2015 

G
rundlage: S

chreiben der Fa. W
ittur S

.p.A
. vom

 27.02.2015 
Seite 1 von 1

H
ersteller Serienfertigung – Produktionsstandorte (Stand: 31.03.2015):

Firm
a

W
ittur S.p.A

A
dresse

V
ia M

acedonio M
elloni, 12

43052 C
olorno (P

arm
a) -Italien

Firm
a

W
ittur Elevator C

om
ponents S.A

.
A

dresse
P

oligono Industrial M
alpica, C

alle E
, num

. 8
50016 Zaragoza -Spanien

Firm
a

W
ittur A

sansör San. ve Tic. A
.Ş.

A
dresse

D
udullu O

rg. S
an. B

ölgesi N
o:13

34776 Istanbul –
Türkei

Firm
a

W
ittur Elevator C

om
ponents (SU

ZH
O

U
) C

o. Ltd.
A

dresse
18 S

hexing R
d., FO

H
O

 E
conom

ic D
evelopm

entZone, 
W

ujiang C
ity, Jiangsu P

rovince –
C

hina

Firm
a

W
ittur LTD

A
A

dresse
R

odovia C
elso G

arcia C
id

1406 C
am

bé, Parana -Brasilien

Firm
a

W
ittur s.r.o.

A
dresse

P
riem

yselná ulica 2747/7
963 01 Krupina -Slow

akei- E
N

D
E

 D
O

K
U

M
E

N
T - 
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1 
Scope of application 

1.1
Locking device w

ith hook bolt, for horizontally m
oved, side opening, tw

o-panel telescopic sliding 
landing doors w

ith pow
er operation

3201-H
YD

R
A

 series of type 11/_ 
3201-H

YD
R

A
 E

V
O

 series of type 11/_ 
3201-S

C
O

R
P

IO
N

 series of type 11/_ 

1.2 
P

erm
issible door dim

ensions: 

The clear door dim
ensions (door w

idth, door height) shall be chosen only w
ithin the adm

issible 
scope according to the details and the table in the corresponding approval draw

ing 

–
3201-H

YD
R

A
 series / 3201 S

C
O

R
P

IO
N

 series
N

o. 3201.00.0111V
02  

dated 2015-02-17

–
3201-H

YD
R

A EVO
 series

N
o. 1007609 (2 pages) 

dated 2014-03-21 w
ith last alteration „A

“ of 2015-02-26

1.3
N

om
inal values of the electrical safety devices (lock contact):

AC
: 

230 V / 2 A
 

D
C

: 
200 V

 / 2 A
 

1.4 
The locking device alternatively m

ay be used w
ith the follow

ing variation (single or com
bined) of 

the basic version 
–

the type w
ith drip proof version of the of the electric safety device of the lock

� 
arrangem

ent of the em
ergency unlocking device adjacent to the clearance betw

een the
indirectly blocked door panel and the header

� 
the type w

ith inclined position of the rope pulleys of the telescopic rope drive
� 

execution of the locking pin actuation w
ith rigid, u-shaped coupling cam

, preferably in the
case of landing doors in inclined lifts w

ith an inclination of the travel path of 45° to the vertical
� 

execution of the locking pin actuation w
ith rigid, ruler-shaped coupling cam

� 
double arrangem

ent of the closing spring
� 

closing device w
ith w

eight instead of a tensioning spring
� 

sill guide as reinforced version (sill profile
and guide shoe)

2 
C

onditions 

2.1 
The approval draw

ings of the corresponding variant 

3201-H
YD

R
A

 series / 3201-SC
O

R
P

IO
N

 series:  

� 
N

o. 3201.00.0111V
01 

dated 2015-02-17

� 
N

o. 3201.00.0111V
02 

dated 2015-02-17

� 
N

o. 3201.10.0020V
01 

dated 2015-02-17

�
N

o. 3201.10.0020V
02 

dated
2015-02-17

3201 H
YD

R
A

 E
VO

 series: 

–
N

o. 1007609 (2 pages) 
dated 2014-03-21

w
ith last alteration

of2015-02-26

as w
ell as the w

ritten notes and dim
ension

details given in the m
entioned approval draw

ing have 
to be observed.
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In particular the follow
ing conditions m

ust have be observed.
− 

W
hen operating, the hook bolt m

ust engage to a depth of: � 11 m
m

− 
In case of interruption of the lock contact, the hook bolt m

ust engage to a depth of: � 7 m
m

2.2 
D

eviations of the locking device from
 the approval draw

ings like 
− 

type of design, 
− 

m
ounting position, 

− 
actuating device or 

− 
additional control sw

itches  
are not allow

ed. 

2.3
For 

identification 
and 

inform
ation 

about 
the 

principal 
construction 

and 
operation 

and 
for 

dem
arcation of the exam

ined and approved sam
ple the approval draw

ings/bills of m
aterial

–
N

o.. 3201.00.0111V
01 

dated 2015-02-17

–
N

o. 3201.00.0111V
02

dated 2015-02-17

–
N

o. 3201.00.0111V
03

dated 2015-02-17

–
N

o. 3201.10.0020V
01

dated 2015-02-17

–
N

o. 3201.10.0020V
02

dated
2015-02-17

–
N

o. 1007609 (2 pages) 
dated 2014-03-21

w
ith last alteration

of2015-02-26

w
ith certification stam

p of 2015-03-31 have to be enclosed to the E
C

 type-exam
ination certificate 

and its annex.  

2.4
The E

C
 type-exam

ination certificate m
ay only be used in connection w

ith the pertinent annex
and 

the
enclosure (list of the m

anufacturers
serial production).This enclosure shall be

updated and 
re-edited follow

ing inform
ation of the certificate holder.

3 
R

em
arks 

3.1
This E

C
 type-exam

ination certificate is based on the follow
ing harm

onized standards: 

� 
E

N
 81-1:1998 + A

3:2009 (D
), section 7.7.3.1 and annex F.1 

� 
E

N
 81-2:1998 + A

3:2009 (D
), section 7.7.3.1 and annex F.1 

� 
E

N
 81-20:2014 (D

), section 5.3.9.1 
� 

E
N

 81-50:2014 (D
), section 5.2 

C
hanges resp. extensions of the upper m

entioned standards or a further developm
ent of the state 

of the art m
ay m

ake a revision of this report necessary.

3.2
A

t the locking device, in addition to the m
ark of the com

plete locking device, there shall be a label 
w

ith 
the 

inform
ation 

necessary 
for 

the 
com

ponent’s 
identification 

w
ith 

the 
nam

e 
of 

the 
m

anufacturer, EC
 type-exam

ination sign and details of type.
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M
anufacturers serial production – production sites (stated: 2015-03-31):

C
om

pany
W

ittur S.p.A
.

A
ddress

V
ia M

acedonio M
elloni, 12

43052 C
olorno (P

arm
a) -Italy

C
om

pany
W

ittur Elevator C
om

ponents S.A
.

A
ddress

P
oligono Industrial M

alpica, C
alle E

, num
. 8

50016 Zaragoza -Spain

C
om

pany
W

ittur A
sansör San. ve Tic. A

.Ş.
A

ddress
D

udullu O
rg. S

an. B
ölgesi N

o:13
34776 Istanbul –

Turkey

C
om

pany
W

ittur Elevator C
om

ponents (SU
ZH

O
U

) C
o. Ltd.

A
ddress

18 S
hexing R

d., FO
H

O
 E

conom
ic D

evelopm
entZone, 

W
ujiang C

ity, Jiangsu P
rovince –

C
hina

C
om

pany
W

ittur LTD
A

A
ddress

R
odovia C

elso G
arcia C

id
1406 C

am
bé, Parana -Brazil

C
om

pany
W

ittur s.r.o.
A

ddress
P

riem
yselná ulica 2747/7

963 01 K
rupina -Slovakia

- E
N

D
 O

F D
O

C
U

M
EN

T - 




































