
NO

额定载重 
Load 

weight(K
G)

额定速度 
Speed 
(m/s)

曳引比 
Ratio

节径 
Sheave 

Dia.(mm)
Model number

额定电压
Rated 

Voltage

制动器电压
Brake 
voltage

绳槽数 
Rope Qty

钢丝绳径 
Dia of rope

绳槽距 
Groove 
pitch

Angle β Encoder 
wire

MR or 
MRL

1 450 1.0 1:1 400 GETM3.0pro AC 380V DC110V 5 grooves 10mm 15mm β=90°γ=30° 10m MR

2 630 1.0 1:1 400 GETM3.0H AC 380V DC110V 6 grooves 10mm 15mm β=90°γ=30° 10m MR

3 800 1.0 2:1 400 GETM3.0pro AC 380V DC110V 5 grooves 10mm 15mm β=90°γ=30° 10m MR

4 800 1.6 2:1 400 GETM3.0pro AC 380V DC110V 5 grooves 10mm 15mm β=90°γ=30° 10m MR

5 1000 1.0 2:1 400 GETM3.0pro AC 380V DC110V 5 grooves 10mm 15mm β=90°γ=30° 10m MR

6 1000 1.6 2:1 400 GETM3.0pro AC 380V DC110V 6 grooves 10mm 15mm β=90°γ=30° 10m MR

8 630 1.0 2:1 350 GETM3.0Pro AC 380V DC110V 5 grooves 8mm 12mm β=96°γ=35° 10m MR

9 630 1.6 2:1 350 GETM3.0Pro AC 380V DC110V 5 grooves 8mm 12mm β=96°γ=35° 10m MR

10 630 1.0 2:1 320 GETM3.2D AC 380V DC110V 6 grooves 8mm 12mm β=90°γ=30° 10m MRL

11 630 1.6 2:1 320 GETM3.2D AC 380V DC110V 6 grooves 8mm 12mm β=90°γ=30° 10m MRL

12 800 1.0 2:1 320 GETM3.2D AC 380V DC110V 6 grooves 8mm 12mm β=90°γ=30° 10m MRL

13 800 1.6 2:1 320 GETM3.2D AC 380V DC110V 6 grooves 8mm 12mm β=90°γ=30° 10m MRL

14 1000 1.0 2:1 320 GETM3.2D AC 380V DC110V 7 grooves 8mm 12mm β=90°γ=30° 10m MRL

15 1000 1.6 2:1 320 GETM3.2D AC 380V DC110V 7 grooves 8mm 12mm β=90°γ=30° 10m MRL


