VIONA320

KRS TR R 5H

PERMANENT MAGNET SYNCHRONOUS GEARLESS TRACTION MACHINE

o HEEE Voltage 380V

e B 5|tk Roping 2:1

o MEHE Load (630~1150)kg
o FELE Elv. Speed (1.0~1.75)m/s
o BS|BTRE Sheave Diam. ®320mm

o HRER IP Code P41

o BIRER Ins. Class F

o B AiMERE Max. Axle Load 3500kg

o T {E#l Duty $5-40%
eH = Weight 295kg

HIFEERS Brake Type EMM600 EEEU / BBl DC110V / 2x1.4A%
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VL MONADRIVE® | MONA320

630-1.0 630 1.0 320 5xP8x12 10 42 119 238 340 24 550 154 1245
630-1.5 630 IS} 320 5xP8x12 16 6.4 179 358 340 24 550 154 1245
630-1.6 630 1.6 320 5xD8x12 16 6.8 191 382 340 24 550 154 1245
630-1.75 630 1.75 320 5xP8x12 16 74 209 41.8 340 24 550 154 1245

1050-1.0 1000 1.0 320 TxP8x12 16 6.4 119 238 510 24 590 194 1245
1050-1.5 1000 15 320 TxP8x12 25 10.1 179 358 510 24 590 194 1245
1050-1.6 1000 16 320 7xP8x12 25 10.2 191 382 510 24 590 194 1245
1050-1.75 1000 1.75 320 7xP8x12 25 11.8 209 41.8 510 24 590 194 1245

o iE Notes:

£ 1, FNBRBFFIHE. The machine is only used for machine roomless.

£ *2, %lEheReE EEFTEE/HESEBE, Brake voltage corresponds to its starting and sustaining voltage.

7 3, WIOMNEEE, THREZPERIFRIOME. The undercut angle is recommended value, and it's optional according to practical condition.
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